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Power Lift Bike Rack Installation Instructions 
P/N 210775.5: Mercedes Sprinter 19+ Power Lift Bike Rack on Owl B2 Base Unit

Before you begin: 

• Stainless steel (SS) hardware may bind together when tightening. 
Apply anti-seize to the threads of each stainless-steel bolt before 
assembly. 

• Do NOT use an impact gun to tighten the fasteners used in this 
product – doing so may strip or cross-thread bolts or strip recesses. 

• Maximum Upper Tray load capacity is 155 lbs  
• Maximum Box Tray load capacity is 100 lbs 
• Unless otherwise specified, refer to the general torque value at the 

end of the instructions for specified torque values 

Required Tools: 

• Inch and Metric wrench set 
• Inch and Metric socket set 
• Inch hex key / hex bit set 
• Drill (with 5/16” drill bit or step drill)  
• Cordless tool battery 

o 401195 - DeWalt 20V Max 5ah 
o 401196 - Milwaukee M18 Xc 5.0  

▪ Note: Batteries with a lower Amp-Hour (ah) rating may 
be used, but 5ah batteries are the largest that fit in the 
Power Lift 

HARDWARE 

PART NO. QTY. DESCRIPTION 

70004 4 HEX LOCKNUT, 10-32, SS 

70005 4 FW, NO.10 X .50 X .05, SS 

70008 2 HEX LOCKNUT, 1/4-20, SS 

70009 4 FW, 1/4, X .63 X .06, SS 

70060 2 BHCS, 1/4-20 X 1.00 SS 

70119 1 BHCS, 1/4-20 X 2, SS 

70246 1 ANTI-SEIZE 

70346 18 HEX LOCKNUT, 5/16-18, SS, BO 

70365 3 HEX LOCKNUT, 1/4-20, SS, BO 

70366 4 FW, 1/4, X .63 X .06, SS, BO 

70369 16 CARRIAGE BOLT, 5/16-18 X 1, SS, BO 

70405 4 FW, NO.10 X .44 X .03, SS, BO 

70422 6 HHCS 5/16-18 X 1.00 SS, BO 

70448 24 FW, 5/16 X 3/4 X 1/8, SS, BO 

70492 6 FW, 5/16 X 1-1/4 X 1/16, RUBBER 

70496 4 BHCS, 10-32 X .625, SS, BO 

70497 12 FHCS, 3/8-16 X 1.75, SS, BO 

70498 2 FHCS, 1/4-20 X 1, SS, BO 

70499 12 FLANGED HEX LOCKNUT, 3/8-16, SS 

401096 9 IN FOAM STRIP, 2 X 1/8 

401193 18 IN REFLECTIVE STICKER, RED/WHITE STRIPE, 1 IN. 
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Additional Parts: 

Part Number: Description: QTY: Picture: 

301836 PLBR, WEBBING ANCHOR PLATE 2 

 

351930 PLBR, SLIDE HANDLE 1 

 

351699 MID MOUNTING PLATE ASM, OWL B2 1 

 

351978 UPPER MOUNTING PLATE ASM, OWL B2 1 

 

351979 LOWER MOUNTING PLATE ASM, OWL B2 1 

 

351980 REINFORCE BRKT, OWL B2 1 

 

350663 ALUMINESS EMBLEM 4.5  

 

351997 OWL B2 HANDLE BRKT ASM  
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Lower Tray Installation: 

1. ☐ With your Owl Base Unit (OBU) already installed on 

your vehicle, remove all product from it.  

2. ☐ Remove the OEM emblem from the PAS RR door. 

3. ☐ Install the LOWER BRACKET [351979] to the (OBU) 

using (4) FHCS 3/8-16 X 1-3/4, and 3/8-16 flanged lock 

nuts. [See Figure A] 

a. Install all fasteners before fully tightening the first 

one. To ensure proper alignment, gradually 

tighten each fastener assembly equally until all 

four are tight. Fully tightening one set of 

fasteners before the others are nearly tightened, 

can result in bracket / fastener misalignment. 

b. Tech Tip: Proper technique when tightening Flat Head Cap 

Screws (FHCS) is to hold the hex key or hex bit and tighten 

the nut. 

 

4. ☐ Install the UPPER MOUNTING BRACKET [351978] 

to the OBU using (4) FHCS 3/8-16 X 1-3/4 and 3/8-16 

flanged lock nuts, following the same process used 

previously. [See Figure B] 

 

5. ☐ Install the MID BRACKET [351699] to the OBU 

using (4) FHCS 3/8-16 X 1-3/4, and 3/8-16 flanged lock 

nuts. [See Figure C] 

a. Do not fully tighten the fasteners until the 

REINFORCEMENT BRACKET is installed. 

 

6. ☐ Install the REINFORCEMENT BRACKET [351980] 

and the LOGO BRACKET [351996] [See Figure D]: 

a. Fasten to the MID BRACKET using (2) HHCS 5/16-

18 x 1, (2) 5/16-18 lock nuts and (4) 5/16 thick flat 

washers.  

b. Fasten to the vehicle using (2) BHCS 1/4-20 x 1, 

(2) 1/4 lock nuts and (4) 1/4 flat washers,  

c. Install all fasteners before tightening any. To 

ensure proper fitment, be sure the mating 

surfaces are fully seated before any fasteners are 

fully tightened. Fully tightening one set of 

fasteners before the others are nearly tightened, 

can result in bracket / fastener misalignment, 

and distortion of the door seam. 

7. ☐ Tighten fasteners in this order: 

1. MID BRACKET FHCS 

2. OEM door / REINFORCEMENT BRACKET BHCS 

3. REINFORCEMENT BRACKET HHCS 

Figure A 

Figure C 

Figure B 

     351699 

  

  

351979 

351978 
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Power Lift Installation: 

8. ☐ Install the Power Lift lower assembly on the 

LOWER MOUNTING BRACKET using (8) 5/16-18 x 1 

carriage bolts [70369], 5/16 washers [70345] and lock 

nuts [70346]. Installing the fasteners in the positions 

shown will allow proper alignment with the Power 

Box.  Do not fully tighten these yet.  [See Figure E] 

 

Power Box Installation: 

9. ☐ Remove the (5) BHCS 1/4-20 X 1, 1/4 split lock 

washers, and flat washers and remove the enclosure 

cover. 

10. ☐ Install the Power Lift Box using (4) 5/16-18 x 1 

carriage bolts [70369], 5/16 washers [70345] and 

5/16-18 lock nuts [70346] through slots in the back of 

the Power Box. Leave fasteners a little loose at this 

time. They will need to be tightened after final 

adjustments are made.  [See Figure F]  

70448 

70346 

70369 

70346 

Figure E Figure D 

Figure F 

       70448 

351980 
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11. ☐ Unspool webbing from the Power Box pulleys and 

thread through the windows in the Power Box cover. 

[See Figure G] 

 

Figure G: Threading webbing through Power Box cover 

12. ☐ Pull the webbing toward the Power Lift Upper 

Tray, and thread the webbing through the pulleys, 

from top to bottom, and then back to the Power Box. 

[See Figure H and Figure J] 

 

Figure H: Threading Webbing Through Upper Tray Pulleys 

 

Figure J: Bringing Webbing Back to Power Box 

13. ☐ Thread webbing through webbing anchor slots and 

double back through webbing anchors. [See Figures K, 

L & M] 

 

Figure K: Threading Webbing Through Webbing Anchors 

 

Figure L: Doubling Back Webbing in Webbing Anchor 

Figure G 

Figure J 

Figure L Figure H 

Figure K 
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Figure M: Webbing Anchor Webbing Routing 

14. ☐ Insert webbing anchors with webbing threaded 

through into slits in the Power Box. [See Figure N] 

Ensure both straps are equal in length. 

 

Figure N: Webbing Anchor Installed Through Power Box Slit 

15. ☐ Loosely fasten the cover on the Power Box using 

the previously removed 1/4” fasteners. [See Figure F] 

16. ☐ Before fully tightening the Power Box to the UPPER 

BRACKET, raise the Upper Tray toward the Power Box 

and align the latch with the latch striker by 

positioning the Power Box as necessary. [See Figure P] 

a. Tech tip: Use the motor to raise the upper tray, 

while applying resistance to the tray to maintain 

tension on the webbing. 

b. Check for squareness between the UPPER 

BRACKET, the Power Box, and the Upper Tray. 

c. If re-positioning the Power Box does not provide 

adequate alignment, it may be necessary to 

adjust the latch striker position. Removal of the 

cover will be necessary to loosen the fasteners. 

[See Figure Q] 

d. When aligning the latch, also check to see if the 

Delrin stoppers are contacting the upper tray and 

if not, use the rubber washers PN: 70492 as 

needed to contact the upper tray. [See Figure Q] 

 

17. ☐ Once the latch is aligned, tighten the Power Box to 

the UPPER BRACKET. [See Figure F]

 
18. ☐ Once the Power Box is fastened to the UPPER 

BRACKET, tighten the cover screws to the Power Box. 

 

 

Figure M 

Figure P 

Figure N 

Figure Q 
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Door Handle Adapter Installation: 

19. ☐ Insert the slide handle (351930) into the pre-

installed slide on the side of the lower tray. [See 

Figure R] 

 

20. ☐ Disassemble the Handle Adapter Assembly 

(351997) by removing the 1/4 flat washer (70366), 

and 1/4-20 lock nut (70365). Set the handle hook, 

spacers, and hardware aside. [See Figure S]     

a. Tech tip: Keep the hardware stacked together to 

make reassembly in the next step easier. 

21. ☐ Install the Handle Adapter (351981), using (2) FHCS 

1/4-20 X 1 (70498), 1/4 flat washers (70366), and 1/4-

20 lock nuts (70365). [See Figure S]  
 

22. ☐ Install the aluminum spacer (401179) and 

hardware behind the vehicle door handle and fasten 

to the Handle Adapter with the previously removed 

1/4 flat washer (70366), and 1/4-20 lock nut (70365). 

a. Only snug the fasteners until the assembly is 

properly adjusted to allow handle to smoothly 

actuate the OEM door pull.  

b. Adjustment of the assembly may be necessary for 

smooth function and clearance of the door. 

c. Spacers can be removed, and alternate screws 

(BHCS 70119 and 70163) are supplied if 

necessary.   

d. Once adjustment is complete, be sure to fully 

tighten the fasteners. 

23. ☐ Cycle the Power Lift to verify proper function and 

then tighten the (8) 5/16-18 x 1 carriage bolts 

[70369], 5/16 washers [70345] and lock nuts [70346] 

retaining the Lower Assembly.   [See Figure E] 

  

Figure R 

Figure S 
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Optional Box Installation: 

1. ☐ Follow the separately provided instructions on 

installation of a storage box.  

a. For your convenience, (4) additional Hex head 

screws (70422) carriage bolts (70369), 

washers (70345 & 70448) and locknuts 

(70346) have been provided to mount the 

storage box to the Power Lift Unit.  

Reflective Sticker Installation: 

1. Using the provided reflective red/white stickers 

(401193), cut the 18” strip into four 4” sections. 

place them on four outer corners of the bike trays 

that are or will be mounted to the Upper Tray of 

the Power Lift. Refer to Figure 1 and Figure 2. 

 

 

        Figure 1: Reflective Tape Installation 

 

Figure 2: Reflective Tape Layout 
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Switching the Power Lift from a 2:1 to a 1:1 System 
(Fast Raise and Lower Mode): 

 

NOTE: Switching the lift ratio on your Power Lift will 

REDUCE the weight capacity to 100 lbs. 

1. Fully lower the Power Lift so the webbing spools 

are completely unspooled as shown in Figure 3. 

 

Figure 3: Power Lift Fully Lowered 

2. Have one person lift the Power Lift upper tray to 

provide slack in the webbing.  

3. Grab the webbing anchors from the pulley holes 

in the Power Box as shown in Figure 4. 

 

Figure 4: Webbing Anchor Pulled Through Pulley Holes 

4. Remove the webbing from the anchors, thread 

the webbing over the pulleys in the upper tray 

and through the slots as shown in Figure 5. 

 

Figure 5: Webbing Threaded Over Pulley and Through Upper Tray Slot 

5. Thread the webbing back through the webbing 

anchors with the white stitch in the webbing lying 

in the middle of each webbing anchor as shown in 

Figure 6. Double them back as shown in Figure L. 

Check that straps are even. 

 

 

Figure 6: White Stitching Position on Webbing Anchors 

6. Store excess strap with a ziptie. 
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1UP USA Bike Tray Installation Instructions: 

1. Slide the provided 3/8” carriage bolts into the 
1UP Bike Tray, as shown in Figure 7. 

 

Figure 7: 1UP Bike Tray Carriage Bolt Positions 

2. Bolt the bike tray to the Powerlift Upper Tray 
through any of the slots using the provided 3/8” 
hardware (70027 & 70024), as shown in Figure 8. 

 

Figure 8: Mounting 1UP Bike Tray to Powerlift Upper Tray 

Note: Mount the bike tray slightly centered towards the 
driver side of the van to avoid mounted bikes from 
leaning out too far on the passenger side, as shown in 
Figure 9. 
 

 

Figure 9: 1UP Bike Tray Offset Position 

 

 

2X 70027 

2X 70024 
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Aluminess Products, Inc. (Aluminess) Warranty 

1. Lifetime Warranty.  Aluminess provides a lifetime 

warranty of its products to the original retail purchaser provided 

such products are installed correctly according to the official 

Aluminess installation instructions. Any modification to the 

original product design, function or use of any Aluminess 

products will void the Aluminess warranty. Aluminess will have 

sole discretion to determine warranty eligibility for any and all 

Aluminess products sold to any purchaser.  

2. Limited Remedies.  Subject to any limitations and 

exclusions described herein, and subject to Aluminess’ 

determination of warranty eligibility, Aluminess will remedy 

defects in product materials and/or workmanship of any product 

by repairing or replacing such defective product, which shall be 

within Aluminess’ sole discretion, without charge for parts or 

labor. Aluminess may elect in its sole discretion not to replace a 

defective product and issue the purchaser a refund equal to the 

purchase price of any defective product or purchaser may elect 

to receive a credit (equal to such refund) toward the purchase of 

new Aluminess products.  Repair or replacement of a defective 

product or providing a refund or credit to purchaser will be 

purchaser’s exclusive remedy under this warranty. Damage to a 

purchaser’s vehicle, cargo and/or any other person or property 

is expressly excluded from the Aluminess warranty. 

3. Modification.  Aluminess products are designed to be 

mounted to factory equipped vehicles.  Aftermarket additions to 

such vehicle may or may not require modification of an 

Aluminess product.  The Aluminess warranty does not extend to 

any Aluminess products that are modified to fit around other 

otherwise accommodate or be compatible with any aftermarket 

vehicle accessories or alterations.  Aluminess does not guarantee 

fitment with any other aftermarket accessories or modified 

vehicle, and it is up to purchaser to determine fitment prior to 

purchasing any Aluminess product.  

4. Damage.  Damage to Aluminess products due to normal 

wear and tear, including, but not limited to, cosmetic issues and 

superficial scratches, or structural damage to an Aluminess 

product in connection with any vehicle collisions or other 

structural degradation in connection with the use of such vehicle 

(on road or off road) will not be covered by the Aluminess 

warranty. Additionally, any product user’s misuse, neglect, 

overloading, improper maintenance or improper installation or 

repair of any Aluminess products are not covered under the 

Aluminess warranty. 

5. Use of the Products.  Aluminess products are designed 

for off road vehicle use.  Installing Aluminess products on a 

vehicle may exceed the factory designed capabilities of such 

vehicle and could potentially lead to vehicle damage.  Aluminess 

will not be responsible for any damage caused to a purchaser or 

user’s vehicle or any vehicle accessories caused by the use of any 

Aluminess products.  It is to the sole responsibility of purchaser 

to inspect and ensure that the intended vehicle and Aluminess 

products are suitable and compatible for travel on road and off 

road. No seller nor any manufacturer of Aluminess products will 

be liable for any loss, damage or injury directly or indirectly 

arising from the use of any Aluminess products. Before using any 

Aluminess products, the purchaser or user will determine the 

suitability of the product(s) for their intended use(s) and the 

purchaser or user shall assume all responsibility and risk in 

connection therewith. 

6. DISCLAIMER.  THE ALUMINESS WARRANTY IS 

EXPRESSLY MADE IN LIEU OF ANY AND ALL OTHER WARRANTIES, 

AND EXCEPT FOR THE ALUMINESS WARRANTY SET FORTH 

HEREIN, ALUMINESS MAKES NO WARRANTY WHATSOEVER 

WITH RESPECT TO ANY ALUMINESS PRODUCT, INCLUDING ANY 

WARRANTY OF MERCHANTABILITY AND FITNESS FOR A 

PARTICULAR PURPOSE, WHETHER EXPRESS OR IMPLIED BY LAW, 

COURSE OF DEALING, COURSE OF PERFORMANCE, USAGE OF 

TRADE, OR OTHERWISE. 

EXCEPT FOR PURCHASER’S LIMITED REMEDIES SET FORTH 

HEREIN, IN NO EVENT WILL ALUMINESS BE LIABLE FOR ANY LOST 

PROFITS, LOST SALES, OR FOR ANY CONSEQUENTIAL, DIRECT, 

INDIRECT, INCIDENTAL, SPECIAL, EXEMPLARY OR PUNITIVE 

DAMAGES OR FOR ANY OTHER DAMAGES OF ANY KIND OR 

NATURE. 

7. Compliance. Aluminess cannot guarantee that its 

products comply with all Federal, State, and/or local laws.  

Purchaser is advised to review local vehicle codes for 

compatibility prior to purchase to ensure that the installation 

and use of any Aluminess products does not violate any 

applicable laws. 

8. Warranty Claim Submission.  Purchaser will responsible 

for returning any defective product to Aluminess for warranty 

consideration and purchaser may be responsible for all costs 

associated with shipping the product to and from Aluminess. 

Prior to returning any product for warranty, purchaser must 

contact Aluminess Products Inc. for proper authorization. 


